
The solution
in communications difficulties...

Protect your freedom of speech...

When operating VOICEDUCER Ear Microphone,
an interface module compatible with your commu-

nications equipment needs to be used. For the EM-P series, type R
Interface Module either for simple PTT  operation (RB) or user -select-
able VOX operation (RD) is to be used for connecting to  radio commu-
nications equipment. Also, theBM6, waterproof Body PTT  Interface, is
available for professional communications. For more detail, please refer
to our VOICEDUCER product catalogue for the best selection of your
choice.

VOICEDUCER Ear Microphone  EM-P

REMARKS

A human hears his speaking voice not only through his ears, but also through bones that conducts
vibrations transmitted from the vocal chords.
This is called the Bone Conduction, and an example of this is that you can hear yourself well even
with your mouth covered with your hands.
VOICEDUCER Ear Microphone EM-P series, applying our unique technology of bone conduc-
tion, pucks up from the inner ear the bone transmitted sound vibrations generated by the vocal

chords, and converts into audio signals.
The VOICEDUCER Ear Microphone EM-P series appears to be just an-
other earphone at first glance, but it contains not only a subminiature elec-
tromagnetic receiver but also a high performance vibration pick-up micro-
phone. This, in turn, allows you to communicate with only one ear , and
without a cumbersome mouth microphone.
This is an epoch-making evolution in the history of microphones and the
VOICEDUCER Ear Microphone EM-P series has created the next genera-
tion of communication.
In using the EM-P series ear microphone with your radio, you can readily
enjoy clear communication even in a high noise environment.

Its unique shape is based on human engineering, and is designed to achieve primarily the safety ,
user comfort, and to provide good hygiene.
Because the EM-P series ear microphone does not obstruct the user's mouth, it is the most suitable
device for communication when the user is required to use a gas mask or a respirator apparatus.
In quiet to normal environment, choose either the standard type EM-P1A (black) or EM-P1N
(natural beige).
In a very noisy environment (above 95dB), using the EM-P2 (gray) is recommended.

Two-way communications with one ear

Clear sound in highly noisy environ

Allow using with mask or respirator
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